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Designed for reliability, safety, and ease of use,

OPERATING INSTRUCTIONS
Falcon's UL1778-Listed Maintenance Bypass
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IKey Advantages

e Continuous Power Protection: The UL1778-  Plug-and-Play Compatibility: Offers plug-
Listed Maintenance Bypass Switch ensures and-play compatibility with SSG and SSGRP
uninterrupted power during UPS maintenance by Series UPS systems, ensuring uninterrupted
smoothly transferring the load to mains or an operation when UPS maintenance is
alternate power source. required.

e Enhanced Safety Mechanism: Engineered for * Rugged Mounting for Harsh Environments:
safety and convenience, the Maintenance Built tough for the outdoors, the wall-mount
Bypass Switch incorporates a lockout solenoid design integrates seamlessly with NEMA 3R
that safeguards against unintended switching. UPS systems for effortless installation and

dependable performance in demanding
conditions.
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MAINTENANCE BY PASS
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DATASHEET

MBI1K-1 MBI1K-2 | MB2K-1 MB2K-2 MB3K-1 MB3K-2

Nominal VA 1000 2000 3000
-1 Mcdels. 120Vac, -2 Models: 208, 220, 230, 240vac

MNominal AC Voltage

AC Voltage Range -1 Models: 80-138Vac, -2 Models: 160-276Vac
50/ 60 Hz

30 Amps Max

Frequency

Current

Switch Type Make-Before-Break

Compatibility

UPS Models

SSG1KRP-1 SSG1KRP-2

S35G1.5KRM-1
55G1.5KRP-1
SSG2ZKRP-1

35G1.5KRM-2
55G1.5KRP-2
3SG2ZKRP-2

55G2.2KRM-1
S5G3KRM-1

35G2.5KRP-1
35G3IKRP-1

S5G2.2KRM-2
SSG3KRM-2
53G2.5KRP-2
SSG3KRP-2

UPS Interface (Configuration varies by model.)

Input

Output

Utility Connection

Input
Hardwired Terminal

Load Connection

Output
Hardwired Terminal

Environmental

-30°C to 65°C (-22°F to 149°F)
10% to 95% Non — Condensing

Temperature

Humidity

Controls & Indicators
LED Indicators
Mechanical

UPS Dimensions Hx W x D
Weight

Agency Approvals

Bypass Lock, UPS Bypass, Line, UPS Qutput, Switch Position

inches {mm)

Ib. (kg)

99x126x53(251.5% 320 x 134.6)
11(5)
UL1778, cUL

*Note: Installation of Maintenance Bypass Switch requires the installation of one UAB8246 contact interface card inside the UPS
communications card slot.
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